"1d3d

"0°'N ‘H9IIVH
VNIT0HVD HLHON
40 31VIS

SAVMHOIH 40 NOISIAIQ

NOILV1HOdSNVHL 40

90-2

GOHL3N
ONIYV3T) 40 AOHL3N
HOd HNIMVHA QHVANVLS HSITONI

II

SHEET 1 OF 1

200.02

VARIABLE

GENERAL NOTES:

1. REMOVE TREES OUTSIDE THE CLEARING LIMIT WHEN, IN THE OPINION OF THE ENGINEER,
THE UTILITY OF A TREE WILL BE DESTROYED BY THE CONSTRUCTION OR THE CLEARING
OPERATION.

2. CLEAR IN ACCORDANCE WITH THIS STANDARD EXCEPT WHERE ADDITIONAL CLEARING
IS REQUIRED FOR SAFETY AS SHOWN ON THE PLANS.

3. FOR SECTIONS WITH WIDE MEDIANS WHERE TREES ARE TO REMAIN, CLEAR THE MEDIAN
SIDE IN THE SAME MANNER AS ON THE OUTSIDE.

CLEAR TO SLOPE STAKE LINE OR CONSTRUCTION LIMITS

SLOPE STAKE POINT

\

CLEARING LIMITS
SEE PLANS E”’::;£§TZE:=‘<ii:i//ﬁ_ ETT%;;> R/w CLEARING LIMITS
e z K A
I ~ - — . Y T T e — —
—— ¢ RIW — — —g — £ — — T ¢ SLOPE STAKE ;N\Ex/fE_o_p_ RIW ¢ ¢
/
F SLOPE STAKE LINE —B E.0.P. E D
————————— —— —_—— = = — P ———f———-
| |
R/W J E R/W (
L___ R/W A
E -~ CLEARING LIMITS —0
éi g:dllS\EjB o
——-
CLEARING LIMITS
D

SLOPE STAKE POINTJ\\ CONST. LIMIT
PART SECTION D-D
CONST. LIMIT

LATERAL DITCH, CHECK DAM,
SILT BASIN, SILT DITCH BRUSH
BARRIER

SLOPE STAKE POINT
PART SECTION C-C .

TEMPORARY SILT
FENCE

| SLOPE_STAKE POINT
PART SECTION B-B

SILT BASIN TYPE "A"

CONST. LIMIT

SLOPE STAKE POINT
SECTION A-A

CONST. LIMIT

7 =

STATE OF

NORTH CAROLINA
OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

DEPT.

II

ENGLISH STANDARD DRAWING FOR
METHOD OF CLEARING
METHOD

SHEET 1 OF 1

200.02




